
E  
N 

E  
N 

E 
 

N 

E 
 

N 

 
 

 6 BR0123006 1,5 - 3,0     9.000 

3,0 
8 BR0123008 3,0 - 5,0     8.500 

10 BR0123010 5,0 - 7,0 
ø 3,1 6,0 1100 950 

 
 

8.000 

 12 BR0123012 7,0 - 9,0     7.000 

 

d L Codice D 
mm. mm. Code 

mm. mm. mm. N 
 

 6 BR0123206 1,5 - 3,0     9.000 

 8 BR0123208 3,0 - 5,0     8.500 

3,2 10 BR0123210 5,0 - 7,0 ø 3,3 6,0 1200 1100 8.000 

12 BR0123212 7,0 - 9,0     7.000 

 14 BR0123214 8,0 - 11,0     6.000 

 

d L Codice D 
mm. mm. Code 

mm. mm. mm. N 
 

 6 BR0123806 1,5 - 2,5     6.500 

 8 BR0123808 2,5 - 4,5     6.000 

4,0 
10 BR0123810 4,5 - 6,5     5.000 

12 BR0123812 6,5 - 8,5 
ø 4,1 7,5 2200 1700 

 
 

4.500 

 14 BR0123814 8,5 - 10,5     4.000 

 16 BR0123816 10,5 - 12,5     4.000 

 

d L Codice D 
mm. mm. 

Code 
mm. mm. mm. N 

 

 8 BR0124808 2,5 - 4,0     4.500 

 10 BR0124810 4,0 - 6,0     4.000 

 12 BR0124812 6,0 - 8,0     4.000 

4,8 
14 BR0124814 8,0 - 10,0     3.500 

16 BR0124816 10,0 - 11,5 ø 4,9 9,0 3100 2900 
 

 

3.500 

 18 BR0124818 11,5 - 13,5     3.000 

 20 BR0124820 13,5 - 15,5     2.500 

 22 BR0124822 15,5 - 17,5     2.500 

 
 
 
 
 
 
 
 
 
 
 

 

52 

Standard 

Standard 

ACCIAIO / ACCIAIO - Testa Svasata 

STEEL / STEEL - Countersunk Head 

ACCIAIO 

STEEL 120° 

ACCIAIO 

STEEL 

D   d 

L 

*ISO 14588/14589/15980 

d 
mm. 

L 
mm. 

Codice 

Code 
mm. mm. 

D 
mm. N 


